Drop link (anti-roll bar link) on an RV8

FRONT SUSPENSION

V8 Register — MG Car Club

FRONT ANTI - ROLL BAR

Service Repair No. 60.10.01

Remove
1. Raise front of vehicle.

WARNING: Support on safety stands.
2. Disconnect bottom hose and allow coolant
to drain, see MAINTENANCE. To facilitate
removal of the anti —roll bar.

3. Remove nuts from anti —roll bar to link
securing bolts.

CAUTION: Do not remove bolts at this stage.
4. Remove 4 nuts and bolts securing
anti — shuffle clamps.
5. Noting their fitted positions, remove clamps.

Note: The clamps are marked | and O denoting
inner and outer, and are fitted to the LH side only.
6. Remove 4 bolts securing anti—roll bar
brackets to body, collect clamp plates.
7. Remove brackets and rubber bushes from
anti - roll bar.
8. Remove bolts securing anti - roll bar to
links.
9. Remove anti - roll bar.

Refit
1. Inspect rubber bushes for splits and
deterioration, replace as necessary.
2. Position anti —roll bar to vehicle.
3. Fit bolts securing anti - roll bar to links.

CAUTION: Do not fit nuts at this stage.
4. Apply rubber grease to anti - roll bar
bushes.
5. Position rubber bushes and brackets to
anti = roll bar.

Note: Split in bushes must face towards front of
vehicle.

6. Position clamp plates.

7. Fit but do not tighten 4 bolts securing

anti —roll bar brackets to body.
8. Fit nuts securing anti = roll bar to links.
9. Ensure anti—roll bar is centralised.
10. Fit anti - shuffle clamps, ensuring inner

clamp faces abut bushes.
Fit nuts and bolts and tighten to correct
torque.

11.

12. Refill cooling system, see MAINTENANCE.

13. Remove stand(s) and lower vehicle.

14. Tighten anti - roll bar bracket bolts and link
bolts to the correct torque.

FRONT ANTI - ROLL BAR LINK

Service Repair No. 60.10.02

Remove
1. Raise front of vehicle.

WARNING: Support on safely stands.

Remove nut from bolt securing anti - roll bar

link to anti —roll bar.

3. Remove bolt from anti - roll bar.

4. Remove nut securing anti —roll bar link to
lower arm.

5. Release anti - roll bar link from anti - roll bar
and from lower arm.

6. Remove anti —roll bar link.

1. Position anti —roll bar link to anti - roll bar
and to lower arm.

2. Fit anti —roll bar link to lower arm nut and
tighten to correct torque.

3. Fit anti —roll bar link to anti —roll bar nut and
bolt, tighten nut to correct torque.

4. Remove stand(s) and lower vehicle.
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Drop link (anti-roll bar link) on an RV8
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Front anti roll bar link
Page 1: source AKM7153 MG RV8 Repair Manual

Page 2: enlarged image above and below

Illus Part Nunber 123456 Description Quant ity
FRONT SUSPENSION-continued.

1 ZKC 5754 Drop: Link=8H ;.\ cama e svamssmmme s 1

ZKC 5755 Orop. LEOK=LH . cccoennsoiniom sansmassnnss s 1
2 NH 608041 BUR=LINK ooncsovivieimnmi aaesveen smee s 2
3 WL 600081 Washer- sB .......................... 2
4 IZKC 6726 BAR ASSEMBLY-ANTI-ROLL-FRONT ........... 1
5 ZKC 6762 Bush-anti-roll bar .........covvevnnne. 2
12 ZKC 6746 Kit-clamp-anti-ro!| barflnner; ......... 1
13 ZKC 6747 Kit-clamp-anti-roll bar(outer) ......... 1
6 NY 606041 Nut-nyloc-bar 1ink ..covvevvvicnncennnss 2
7 BH 606141 Bolt-1InK: T0 DA svimvivrnoinsnismannmne 2
8 ZKC 6703 Bush-anti-roli bar(rubber) ............. 2
9 BHH 2000 Bracket-anti-rofl bar ................0. 2
10 SH 605071 SCTOW v ivvmmivspiodononm s soiotsiowsseaiats e assma o 4
11 WM 600051 Washer-spring ....oceceeveerocceerecenas 4
14 ZKC 6733 Plate-spacer-anti-roll bar-LH .......... 1

Page 3: source RV8 Parts Manual
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Drop link (anti-roll bar link) on an RV8
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