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KEY TO THE WIRING DIAGRAM

Alternator.

Batteries (6-volt)/battery (12-volt).
Starter solenoid.

Starter motor.

Lighting switch.

Headlamp dip switch.

Headlamp dip beam.

Headlamp high beam.

High-beam warning lamp.

. R.H. side lamp.

L.H. side lamp.

. Panel lamp rheostat switch.

. Panel illumination lamps.

. Number-plate illumination lamps.
. Stop lamps.

R.H. tail lamp.

. Stop lamp switch.

FFuse unit (4-way).
Interior lamp.

. Interior lamp door switches.
. L.H. tail lamp.

. Horns.

. Horn-push.

. Flasher unit.

Direction indicator switch.
Direction indicator warning lamps.

. R.H. front direction indicator lamp.
L.H. front direction indicator lamp.

R.H. rear direction indicator lamp.

. L.H. rear direction indicator lamp.

Heater motor switch.

. Heater motor.

Fuel gauge.

. Fuel gauge tank unit.
. Windscreen wiper motor.

Ignition/starter switch.

39.
40.
41.
43.
44.
45.
46.
49.
50.
53.
54.
SS.
. Cigar-lighter illumination bulb.
. Driving lamp switch.*

* Optional fitment circuits

Ignition coil.
Distributor.

Fuel pump.

Qil pressure gauge.
Ignition warning lamp.
Headlamp flasher switch.
Coolant temperature gauge.
Reverse lamp switch.
Reverse lamp.

Fog lamp switch.*®

Fog lamp.*

Driving lamp.*

Radio.*
Instrument voltage stabiliser.

. Luggage compartment lamp switch.

Luggage compartment lamp.

. Line fuse.

. Overdrive solenoid.

. Overdrive manual control switch.

. Overdrive gear switch.

. Windscreen washer pump.

. Tachometer.

. Heated back-light switch.

. Heated back-light. )

. Combined windscreen washer and wiper

switch.

. Heated back-light warning lamp.
. Hazard warning switch.

. Hazard warning flasher unit.

. Starter solenoid relay.

. Radiator cooling fan relay.

. Radiator cooling fan thermostat.
. Radiator cooling fan motor.

. Cigar-lighter.

shown dotted.

CABLE COLOUR CODE
N. Brown P.  Purple Y. Yellow
U. Blue G. Green B. Black
R. Red L.G. Light Green K. Pink

W. White

When a cable has two colour code letters the first denotes
the main colour and the second denotes the tracer colour.
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SUPPLEMENT FOR CARS WITH IMPACT-ABSORBING BUMPERS

BATTERY Release the rear seat cushion securing straps from the fasteners, and pull the
Access cushion forward.

Fig. 1 Remove the carpet covering the rear compartment floor. Turn the three

quick-release fasteners (1) anti-clockwise one half turn and remove the battery
compartment cover panel. (2).

Checking The vehicle must be on level ground when the electrolyte is being checked.
topping-u
PR Figg ‘:I) DO NOT USE A NAKED LIGHT WHEN CHECKING THE LEVELS and do not
) use tap water for topping-up.

Remove the battery vent cover vertically by using the grip at the centre of the
cover (3); this will ensure that the filling valves are operated correctly. If no
electrolyte is visible inside the battery, pour distilled or deionised water into the
filling trough (4) until the six tubes (5) and the connecting trough (6) are filled.
Refit the vent cover.

The above operations should not be carried out within half an hour of the battery
having been charged, other than by the vehicle’s own generating system. In
extremely cold conditions run the engine immediately after topping-up so as to
mix the electrolyte.

IMPORTANT: The vent cover must be kept closed at all times, except when
topping-up. The eclectrolyte will flood if the cover is removed for long periods
during or within thirty minutes of the battery being normal (6.5 amp) charged.
Single-cell discharge testers cannot be used on these batteries. Operation of the
filling device will be destroyed if the battery case is drilled or punctured.

General The batteries must be kept dry and clean; cable and battery terminals should be
maintenance smeared with petroleum jelly. :

Do not leave the battery in a discharged state for any length of time. When not in
regular use have the battery fully charged, and every four weeks give a short
refresher trickle charge to prevent permanent damage to the battery plates.

4ND 273
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HEADLAMPS
Light Unit
Fig. 2

Beam setting
Fig. 2

Removing Ease the bottom of the outer rim (1) forwards away from the lamp.
Unscrew the three inner rim retaining screws (2), remove the inner rim (3),
withdraw the light unit (4), and disconnect the three-pin plug (5).

Refitting. Connect the three-pin plug and position the light unit in the headlamp
body ensuring that the three lugs formed on the outer edge of the light unit
engage in the slots formed in the body, and fit the inner retaining rim. Position
the outer rim on the retaining lugs, press the rim downwards and inwards.

Two adjusting screw are provided on each headlamp for setting the main beams.
The screw (6) is for adjusting the beam in the vertical plane, and the screw (7) is
for horizontal adjustment. The beams must be set in accordance with local
regulations. Resetting and checking should be entrusted to your Distributor or
Dealer, who will have special equipment available for this purpose.
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Supplement for Cars with Impact-absorbing Bumpers

LAMPS The pilot lamp bulbs are incorporated in the headlamps. To gain access to the
Pilot bulb, remove the sealed beam light unit (4) and disconnect the three-pin socket
Fig. 2 and bulb holder (5); the capless-type bulb can then be withdrawn.
Direction To gain access to the parking and direction indicator bulb (1), unscrew the
indicator tWo retaining screws (2) and withdraw the rim and lens.
Fig.3
Number-plate Slacken the screw (1), remove the metal cover (2) and glass lens (3). Press in and
Fig. 4 turn the required bulb to release it from the bulb holder. When refitting, ensure
the glass lens engages over the raised portion at each side of the seal and that the
sealing washer is fitted to the cover retaining screw.
Volts ~ Watts  Part No.
Replacement Pilot lamp (capless-type bulb) .. " 5 12 5 GLB 501
bulbs Number-plate lamp .. . " - e 12 6 GLB 989
Fig. 3 Hg-

4AND 271 4ND 278
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GENERAL DATA

Gearbox Overall ratio: irst .. i3 " 9.33 : 1 (from Gearbox No. 103144)
Dimensions Length L5 > g " 13 ft. 2% in. (4.02 m.)
Width .. e ! " = 4 ft. 11{sin. (152.3 cm.)
IHeight e s e ot 4 ft. 2%in. (129.2 cm.)
Ground clearance (minimum) v 3% in. (82.55 mm.)
Track: Front .. b B - 4 ft. 1in. (124.4 cm.)
Rear .. o - ” 4 ft. 1% in. (125.0 cm.)
Wheelbase .. . " s 7 ft. 7 in. (231.1 cm.)
Turning circle - ol = 32 ft. (9.75 m.)
Toe-in .. = 2 i . frtogxin. (1.6 to 2.4 mm.)
Weights
Distribution
l.oading condition Total weight
Front Rear

ILerbside |Including full fuel tank and

all optional extras 2529 1b. 1268 Ib. 1261 ib.
(1148 kg.) (575 kg.) (571 kg.)
Normal |Kerbside weight including
driver and passenger 2829 Ib. 1383 1b. 1446 1b.
(1284 kg.) (627 kg.) (655 kg.)
Giross Maximum weight condition—
refer to note below 2979 1b. 1338 1b. 1641 1b.
(1352 kg.) (606 kg.) (744 kg)
Maximum permissible towing weight 1680 1b.
(762 kg.)
Maximum towbar hitch load 100 Ib.
(45 kg.)
Maximum roof rack load 50 1b.
(23 kg.)

NOTE: Due consideration must be given to the overall weight carried when fully loading the car. Any
load carried on the roof rack or downward load from a towing hitch must also be included in the gross
car weight.
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